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SECTION 1. INTRODUCTION

1. Theseinstructions are intended for use when the price per
gallon exceeds the $2.999 limit of the VR-2002E computer.
The $3.999 retrofit kit for VR-2002E computers is designed
and manufactured by Veeder-Root Company, 1256 Powder
Forest Drive, PO, Box 2003, Simsbury, CT 06070-2003. Phone:
(203) 661-2700.

Note: Early production VR-2002E computers cannot be
converted to $3.999 price posting. See Figure 1 to
ensure that the computer variator section is equipped
with the stud necessary for installation of this
conversion kit.

2. Procedures in this manual must be performed by author-
ized and qualified personnel.

3. When a vertical bar l appears adjacent to text or illus-
trations, information has been added or changed at the last
issue date.

SECTION 2. KIT PARTS LIST

Kit No. Kit No.
312020596  312020-6T1
Part No. Description Qty. Qty.
326510-001  Decal, $3 2 12
326903-001  Gear, compound idler 1 6
11071-839 Washer, 5/8 inch O.D. 1 6
510301-001  Cotter pin, 1/2 inch 2 12
74800-252 Washer, 5/16 inch O.D. 1 6
251458 Installation manual 1 1

SECTION 3. INSTALLATION
INSTRUCTIONS

WARNING: BEFORE STARTING WORK ON THE DIS-
PENSER, ENSURE THAT ALL CIRCUIT BREAK-
ERS THAT CONTROL POWER TO THE DISPENSER
ARE IN THE OFF POSITION. TAKE NECESSARY
PRECAUTIONS TO PREVENT CIRCUIT BREAKERS
FROM BEING TURNED ON UNTIL ALL WORK IS
COMPLETED. MORE THAN ONE BREAKER MAY
HAVE TO BE TURNED OFF TO OBTAIN A COM-
PLETE SHUTDOWN OF POWER. IN ADDITION,
THE POWER TO THE PUMP SUPPLYING THE PRO-
DUCT TO THE DISPENSER POSITION MUST ALSO
BE TURNED OFF. DISREGARDING THIS WARNING
COULD RESULT IN FIRE, EXPLOSION OR SEVERE
ELECTRICAL SHOCK.

1. Turn OFF power to the dispenser.

2. For increased computer life, a simple computer lubrication
procedure outlined in Service Bulletin 450 should be perform-
ed if 250,000 gallons or liters have been pumped. This preven-
tive maintenance can be performed without removing the
computer from the dispenser.

3. Remove the dial face mounting screws from front and rear
of computer. Set the dial faces and screws aside.

4. Open the sliding band covering the computer variator sec-
tion to gain access to the dollar drive shaft (Figure 1).

5. Remove the cotter pin that secures the washer and ver-
tical pin on the dollar drive shaft (Figure 1).

Figure 1. Removing Cotter Pin From Dollar Drive Shaft




6. Slide the washer up the dollar drive shaft, then remove the
vertical pin that pins the two 18 tooth spur gears together
(Figure 2). Save the vertical pin for future use in the event that
the price per gallon falls below $3.00 or if the computer is fit-
ted with a metric gearbox with price posting of $1.00 to $2.999
per liter.

7. Return the washer to its original position and install a 1/2
inch cotter pin through the dollar drive shaft.

8. Wipe dirt from the stud next to the dollar drive shaft. In-

stall a 5/16 inch O.D. washer on the stud (Figure 3).

9. Apply a light film of grease to the inside of the compound
idler gear and to the gear teeth. Use Anderol L-794 or L-795,
Beacon 325, Aeroshell No. 14 or equivalent grease,

10. Install the compound idler gear on the stud with the teeth
facing down (Figure 4). Ensure that the teeth properly engage
with the two 18 tooth spur gears on the dollar drive shaft.

=

Figure 2. Removing Vertical Pin From Dollar Drive Shaft

Figure 3. Installing 5/16 Inch Washer On Stud
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Figure 4. Installing Compound Idler Gear On Stud




11. Install the 5/8 inch O.D. washer on the stud, then secure
the assembly with a 1/2 inch cotter pin (Figure 5).

12. Make sure that the price setting lever is set in the $2.00
position (Figure 6).

13. Remove all dirt and grease from front and rear dollar price
posting wheels, or decal may not stick properly.

14. Remove the protective backing from the $3 decal, then posi-
tion the 3 on the decal over the 2 on the dollar price posting
wheel. Press the decal onto the wheel (Figure 7). Make sure
that the 1 on the wheel is covered by the blank portion of the
decal. Perform this step for front and rear of computer.

15. Install front and rear dial faces on the computer with screws
removed earlier.

16. Close the sliding band that covers the computer variator
section to keep out dust and other foreign matter.




D. IEemove e »3.9YY KIL PArts (CoLler pin, Z wasners and com-
pound idler gear) from the stud next to the dollar drive shaft.
¢, Install the vertical pin through the two 18 tooth spur gears
on the dollar drive shaft. This pin was removed when the $3.999
kit was installed.

d.hReimove the $3 decal from front and rear price posting
wheels.

e. Move the price setting lever to the $1.00 position ($1.00 to
$1.999 per liter price posting) or to the $2.00 position ($2.00 to
$2.999 per liter price posting).

f. The computer will operate in the liters mode once the metric
gearbox shift lever is pushed in.

SECTION 6. CLAIMS AND WARRANTY

A. DAMAGE CLAIMS

1. Thoroughly examine the enclosure as soon as it is received.
If damaged, write on the face of the freight bill a complete and
detailed description of the damage. Have the carrier's agent
sign the description.

Note: Insist that the carrier’s agent verify the inspection
and sign the deseription.

2. Immediately notify the delivering carrier of damage or loss.
This notification may be given either in person or by telephone.
Railroads and metor carriers are understandably reluctant to
make adjustments for damaged merchandise unless inspected
and reported promptly.

3. Risk of loss of, or damage to merchandise remains with the
buyer. It is the buyer’s responsibility to file a claim with the
carrier involved.

4. Immediately advise your Veeder-Root representative,
distributor, or the factory so that we may assist you.

further disclaim any responsibility whatsoever to you orto
any other person for injury to person or damage to orloss of
property or value caused by any product which has been
subjected to misuse, negligence, or accident; or mis-
applied; or used in violation of product manuals, instruc-
tions, or warnings; or modified or repaired by unauthorized
persons; or improperly installed.

4. LIMITATION OF DAMAGES. Under no circum-
stances shall we be liable for any incidental, consequential
or special damages, losses or expenses arising from this
contract or its performance or in connection with the use
of, or inability to use, our product for any purpose

whatsoever.

5. LIMITATION OF ACTIONS. No action regardless of
form arising out of this contract may be commenced more
than one year after the cause of action has accrued, except
an action for nonpayment.

6. COLLATERAL PROMISES. There are no represen-
tations, warranties, or conditions express or implied, statu-
tory or otherwise except those herein contained, and no
agreements or waivers collateral hereto shall be binding on
either party unless in writing and signed by you and accepted
by us at our Simsbury office.

7. INTERPRETATION. Rights and liabilities arising out
of any contract with us shall be determined under the
Uniform Commercial Code as enacted in Connecticut.
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