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Features 
 Durable chrome finish 
 Air motor with silicon lube to eliminate the need for an oiler 
 Powder coated drum cover  
 Follower plate with rubber wiper and dual O-ring seal for the pump shaft (66590) 
 Free flow rate 66 oz. per minute with self-loading grease and 90 PSI of air 
 Air consumption 8.47 CFM 
 Double acting for continuous flow 
 Air regulator with gauge, filter and automatic water drain (1559A-ASSY) 
 Ball valve and quick couplers  
 
Recommended for 
 Most greases 
 
Applications 
 Shop use for dispensing grease to a hose reel or dispensing through a high pressure 

hose using a control handle 
 
Recommended optional accessories 
• Hose reel Part # 1457 
• Booster control handle Part # 1536A 
• “Z” Swivel for use with booster control handle Part # 1545 
• Continuous flow control handle Part # 1534 
• “Z” swivel for use with continuous flow control handle Part # 1547 
• Drum dolly Part # 140-S  
 
Number of boxes and contents 
 1 box for the pump only (54” x 5” x 5”) (19 lb.) 
 1 box for the lid, follower plate and accessories (2” x 24” x 4” (24 lb.) 
 UPC Code 0 1595441234 2   
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Part #1212R 
60:1 Grease Pump 
 
Dispenses grease from 400 lb. 
open head drum 
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