
•  �Infinitely adjustable within 
size range.

•  �Durable glass housing.

•  �Highly visible orange 
indicator.

•  �Available with 2” NPT, 11/2” 
NPT, 2” BSP, and 11/2” BSP.

•  �4 ranges of tank depth 
available: 18”-23”, 24”-34”, 
33”-47”, 46”-72”, 46 cm-58 
cm, 61 cm-86 cm, 84 cm-
119 cm, 117 cm-182 cm.

•  �Scale reading – F-3/4-1/2-1/4-E.

•  �Only mechanical tank gauge  
that is adjustable by  
the customer.

•  �No need for custom factory 
orders.  Four models cover 
range of 18”-72” (46 cm - 
182cm).

•  �No special skills necessary  
to install.

•  Brass linkages.

•  �Allen wrenches included to 
adjust and tighten linkages.

•  Aluminum float.

New Adjustable Jarhead
MODEL NO.	 DESCRIPTION		  SHIPPING WEIGHT LBS (KG)

009909	 Adjustable Jarhead, 2” NPT 18”-23”	 2.0 (0.9)

009916	 Adjustable Jarhead, 2” NPT24”-34”	 2.0 (0.9)

009918	 Adjustable Jarhead, 2” NPT 33”-47”	 2.3 (1.0)

009930	 Adjustable Jarhead, 2” NPT 46”-72”	 2.5 (1.1)

010393	 Adjustable Jarhead, 2” BSP 46 cm-58 cm	 2.0 (0.9)

010472	 Adjustable Jarhead, 2” BSP 61 cm-86 cm	 2.0 (0.9)

010473	 Adjustable Jarhead, 2” BSP 84 cm-119 cm	 2.3 (1.0)

010474	 Adjustable Jarhead, 2” BSP 117 cm-182 cm	 2.5 (1.1)

010996	 Adjustable Jarhead, 1-1/2” NPT 18”-23”	 2.0 (0.9)

010997 	 Adjustable Jarhead, 1-1/2” NPT 24”-34”	 2.0 (0.9)

010998	 Adjustable Jarhead, 1-1/2” NPT 33”-47”	 2.3 (1.0)

010999	 Adjustable Jarhead, 1-1/2” NPT 46”-72” 	 2.5 (1.1)

013636	 Adjustable Jarhead, 1-1/2” BSP 46 cm-58 cm	 2.0 (0.9)

013637	 Adjustable Jarhead, 1-1/2” BSP 61 cm-86 cm	 2.0 (0.9)

013638	 Adjustable Jarhead, 1-1/2” BSP 84 cm-119 cm	 2.3 (1.0)

013639	 Adjustable Jarhead, 1-1/2” BSP 117 cm-182 cm	 2.5 (1.1)

JAR Adjustable Jarhead
For use with oil, waste oil, diesel fuel, antifreeze and other fluids with a high flash point.  Adjustable Jarhead 
that covers range of 18”-72” (46 cm - 182 cm).
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Dimensions
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MADE IN THE U.S.A.

® 2325 Husky Way • Pacific, MO 63069 
(800) 325-3558 • Fax (636) 825-7300 
www.husky.com • sales@husky.com

Accessories
Model No.	 Description

007551	 #2 Ball Chain

007552	 Eyelet, Brass

007692	 Jarhead Jar

007829	 Adaptor, 1-1/2” NPT

010009	 Adaptor, 2” BSP

011189	 Adaptor, 1-1/2” BSP

011426 	 Adaptor, 2” NPT

For use with oil, waste oil, diesel fuel, antifreeze and other fluids with a high flash point.  Adjustable Jarhead 
that covers range of 18”-72” (46 cm - 182 cm).


