
•  �Indicates level in fractions: 
empty – 1/4 – 1/2 – 3/4 – full.

•  �Constructed from materials 
100% compatible with 
Diesel Exhaust Fluid (DEF).

•  �Available in custom lengths 
from 12” – 120”  
(457.2  - 3048 mm).

•  �Durable silk screen painted 
scales.

•  �Visi-Glo® level indicator 
clearly displayed in the 
large glass window.

•  �Available for use with the 
007 and Sentry high or low 
tank gauges.

New Gauges and Alarms
MODEL NO.	 DESCRIPTION		  SHIPPING WEIGHT LBS (KG)

008558	� Sightglass tank gauge with fractional indicators for  
12” - 120” tank depth with 2” NPS connection	 2.0 (0.9)

008665	� Sightglass tank gauge with fractional indicators for  
61” - 120” tank depth with 2” NPS connection	 2.3 (1.0)

Construction
Body	 Large glass housing

Rods	 Stainless steel

Fasteners	 Stainless steel

Connectors	 Acetal

Linkage	 Acetal

Float	 DEF Compatible Anodized Aluminum

Seals	 Fluorocarbon

Threads	 2” / 50.8 mm NPS

DEF Jarhead
Diesel Exhaust Fluid Tank Gauge with JARHEAD.
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Dimensions
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DEF Jarhead
Diesel Exhaust Fluid Tank Gauge with JARHEAD.
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2.8” /
71 mm

51/8” /
130.2 mm


